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Sækkevogne 200 er en serie af højfunktionelle letvægtssækkevogne, der er brugervenlige, lette at håndtere og 
har den fordel, at de ikke ruster. Høj lastkapacitet på 200 kg og punkterfri PUR-hjul.

I serien findes 5 forskellige modeller, der er målrettet den enkelte flytteopgave. De fås med fast bæreplade, almin-
deligt og stort udfald og med eller uden glideskinner.

VEDLIGEHOLD & RENGØRING
Vedligehold består primært i jævnlig kontrol af hjul, håndtag, at alle skrue- og boltesamlinger er spændt samt 
kontrollere de enkelte dele for skader og slitage. Slidte eller beskadigede dele skal udskiftes, inden du igen bruger 
sækkevognen. 
Rengøring foretages bedst med vand tilsat mild sæbe og en hårdt opvredet klud. Undgå at rengøre med rindende 
vand. Anvend ikke opløsningsmidler eller rengøringsmidler med slibepartikler.

Stel: Stål og aluminium
Håndtag: Blå PVC
Se øvrige specifikationer under det enkelte produkt.

OM PRODUKTET

SÆKKEVOGN 200 SERIEN

200 CLS M 
145451
Max. lasteevne: 200 kg
Bæreplade: 355 x 225 mm

200 CLS SR M 
145455
Max. lasteevne: 200 kg
Bæreplade: 355 x 225 mm

200 CLM M 
145452
Max. lasteevne: 200 kg
Bæreplade: 355 x 225 mm 
Udfald: 305 x 565 mm

200 CLM SR M 
145456
Max. lasteevne: 200 kg
Bæreplade: 355 x 225 mm 
Udfald: 305 x 565 mm

SÆKKEVOGN 200 2-IN-1 M | 145454
Sækkevogn 200 2-i-1 udmærker sig ved at være en multi-funktionel vogn, der kan bruges som sækkevogn på to 
hjul og lagervogn med fire hjul i brug. Med sidstnævnte opnås en lastkapacitet på 250 kg. To PUR hjul og 2 massi-
ve hjul. Bæreplade (sækkevogn): 355 x 225 mm | Bæreplade (lagervogn): 355 x 1000 mm

4-hjulet lagervogn
Max. lasteevne 250 kg

Sækkevogn 
Max. lasteevne 200 kg

1. Position skiftes 
let vha. håndtag 
på sækkevognens 
bagside.

2. Håndtaget  
trækkes bagud 

hvorved den store 
bæreplade kan 

sænkes på plads.
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Sack Truck 200 is a series of highly functional lightweight sack trucks that are easy to handle, and offer the advan-
tage of being flexible. They have a high load capacity of 200 kg and feature puncture-proof PUR wheels.

The series includes 5 different models, each designed for specific moving tasks. They are available with fixed base 
plates, standard or large toe plates, and with or without glide rails.

MAINTENANCE & CLEANING
Maintenance primarily involves regularly checking the wheels, handles, and ensuring that all screw and bolt joints 
are tight, as well as inspecting parts for damage or wear. Worn or damaged components must be replaced before 
the sack truck is used again. Cleaning is best done using water with mild soap and a well-wrung cloth. Avoid clea-
ning with running water. Do not use solvents or cleaning agents containing abrasive particles.

Frame: Steel and aluminium  
Handles: Blue PVC  
See individual product pages for detailed specifications.

ABOUT THE PRODUCT

SACK TRUCK 200 SERIES

200 CLS M 
145451
Load capacity: 200 kg
Plate: 355 x 225 mm

200 CLS SR M 
145455
Load capacity: 200 kg
Plate: 355 x 225 mm

200 CLM M 
145452
Load capacity: 200 kg
Plate: 355 x 225 mm 
Frame: 305 x 565 mm

200 CLM SR M 
145456
Load capacity: 200 kg
Plate: 355 x 225 mm 
Frame: 305 x 565 mm

SACK TRUCK 200 2-IN-1 M | 145454
Sack Truck 200 2-in-1 stands out as a multifunctional trolley that can be used both as a two-wheel sack truck and 
as a four-wheel platform trolley. In the latter configuration, it offers a load capacity of 250 kg. It is equipped with 
two PUR wheels and two solid wheels. Support frame (sack truck): 355 x 225 mm | Support frame (trolley): 355 x 
1000 mm

4-wheeled trolley
Load capacity 250 kg

Sack truck 
Load capacity 200 kg

1. The position is 
easily changed 
using the handle 
on the back of the 
sack truck.

2. The handle is 
pulled backward, 

allowing the 
large base plate 

to be lowered into 
position.

1 2



ravendo a/s . klokkestøbervej 3-5 . dk-8800 viborg 
tel. +45 8644 7311 . www.ravendo.com . ravendo@ravendo.com


